Datasheet HEEMANN Sensor Integrated Module
with Lens Optics- Type HTIA-C

General information about HTIA models are described in
“Datasheet HEEMANN Sensor Integrated Module HTIA” .

Held of View - Data

parameter limits unit conditions

Min | Typ Max

field of view 35 40 45 degree | 50%energy points

Held of View — Definition and Test Procedure

Pulsed Point Radiation Source
P Sensitivity
I“l 100%

Field of View
H o07% at Half Engrgy Points

Angle of Incidence
Rotated Sensor Module
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Datasheet HEEMANN Sensor Integrated Module
with Lens Optics- Type HTIA-C

Mounting Arrangement

parameter minimum typical maximum

Cut on wavelength 5.2um 5.5um 5.8um

Average transmission from 7.5um to 70%
13.5um

Average transmission from visual to 5um 0.5%
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Datasheet HEEMANN Sensor Integrated Module
with Lens Optics- Type HTIA-C

Mounting Arrangement

Nnfrared filter
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Pin / Device Configuration

capacitor Cl
H,F ADT
—~— Vss
—— AR

capacitor CE———%& -
SCLK—=| @

connector

Vdd : -> Posditive supply voltage (+5V)

Vss: -> Negative supply voltage (Ground, 0V)

AOT: -> Analog sensor output voltage

AOR: -> Analog temperature reference output

CM, SCLK: ->Digital, programming, adjustments

ClL -> optional capacitorconnected to Vdd and Vss

Cc2: -> optional capacitor foradditional low passfiltering
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Datasheet HEEMANN Sensor Integrated Module
with Lens Optics- Type HTIA-C

Dimensional Drawing PCB 11x11

cb,,t0.4
P10 _
+0,25
NS 1,9-0,05
o N
. 801 X
%
! %
|
‘ S T .
bo b b @ e
U | e A ‘ — ™
< Q (@] ~ (@]
So| =l vl Sl ¥ [ 7 N e
*Qf\)@@ 2 e — - LQa
N @ = 2§
| i %X
‘ L |
0,901 |
\
PCB | 1
I
Q!
oo
+
HEIMANN Sensor GmbH  Contact / Customer Support Internet
Grenzstr. 22 Phone 49 (0) 6123 60 50 30 www.heimannsensor.com

D-01109 Dresden Fax 49 (0) 6123 60 50 39 mail: info@heimannsensor.com

G Jo ¥ 9bed G002 AON TOY D-VILH 1odysereq



Datasheet HEEMANN Sensor Integrated Module
with Lens Optics- Type HTIA-C

Dimensional Drawing HTIA-C
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