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Datasheet HEEMANN Sensor Integrated Module
with Internal Mirror Optics - Type HTIA-D

General information about HTIA models are described in
“Datasheet HEEMANN Sensor Integrated Module HTIA” .
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Datasheet HEEMANN Sensor Integrated Module
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Mounting Arrangement

parameter minimum typical maximum
Cut on wavelength 5.2um 5.5um 5.8um
Average transmission from 7.5um to 70%

13.5um

Average transmission from visual to 5um 0.5%
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Datasheet HEEMANN Sensor Integrated Module
with Internal Mirror Optics - Type HTIA-D

Mounting Arrangement
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Pin / Device Configuration

capacitor Cl
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connector

Vdd : -> Posditive supply voltage (+5V)

Vss: -> Negative supply voltage (Ground, 0V)

AOT: -> Analog sensor output voltage

AOR: -> Analog temperature reference output

CM, SCLK: ->Digital, programming, adjustments

ClL -> optional capacitorconnected to Vdd and Vss

Cc2: -> optional capacitor foradditional low passfiltering
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Datasheet HEEMANN Sensor Integrated Module
with Internal Mirror Optics - Type HTIA-D

Dimensional Drawing PCB 11x11
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Datasheet HEEMANN Sensor Integrated Module
with Internal Mirror Optics - Type HTIA-D

Dimensional Drawing Sensor Module
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